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Abstract 
Scuffing-like damage has been found on the tooth surfaces of gears 5 and 6 of the NASA space 
shuttle rudder/speed brake power drive unit (PDU) number 2 after the occurrence of a transient 
backdriving event in flight. Tests were conducted using a pair of unused spare flight gears in a bench test 
at operating conditions up to 2866 rpm and 1144 in.-lb at the input ring gear and 14,000 rpm and 
234 in.-lb at the output pinion gear, corresponding to a power level of 52 hp. This test condition exceeds 
the maximum estimated conditions expected in a backdriving event thought to produce the scuffing 
damage. Some wear marks were produced, but they were much less severe than the scuffing damage 
produced during shuttle flight. Failure to produce scuff damage like that found on the shuttle may be due 
to geometrical variations between the scuffed gears and the gears tested herein, more severe operating 
conditions during the flight that produced the scuff than estimated, the order of the test procedures, the 
use of new hydraulic oil, differences between the dynamic response of the flight gearbox and the bench-
test gearbox, or a combination of these. This report documents the test gears, apparatus, and procedures, 
summarizes the test results, and includes a discussion of the findings, conclusions, and recommendations. 
Executive Summary 
Scuffing-like damage has been found on the tooth surfaces of gears 5 and 6 of the NASA space 
shuttle rudder/speed brake power drive unit (PDU) number 2 after the occurrence of a transient 
backdriving event in flight. Experiments were conducted at NASA Glenn Research Center using a pair of 
unused spare flight gears for PDU serial number 0405 in a bench test setup to achieve the following 
objectives: 
 
(1) Recreate scuffing damage similar to that found on the flight gears at conditions expected during 
backdriving and document conditions that induce scuffing. 
(2) Demonstrate that scuffed PDU flight gears can be operated long enough to complete a shuttle 
mission. 
(3) Quantify the scuffing and tooth wear. 
 
Tests were conducted up to 2866 rpm and 1144 in.-lb at the input ring gear and 14,000 rpm and 
234 in.-lb at the output pinion gear, which corresponds to a power level of 52 hp. This test condition 
exceeded the maximum estimated condition of the backdriving event that produced scuffing-like damage 
in flight.  
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The scuffing tests performed did not produce scuff marks similar to that produced during shuttle 
flight. Wear marks were produced on the pinion teeth near the tips and on the ring gear teeth faces during 
the test Back-3c, which was conducted at an input speed, torque, and power of 2402 rpm, 664 in.-lb, and 
25.3 hp. Very light wear marks were generated on side-2 of the pinion gear during the test Score-1 
conducted at input speed, torque, and power of 2865 rpm, 1167 in.-lb, and 53 hp.  
Failure to produce scuff damage like that found on the shuttle gears may be due to geometrical 
variations between the scuffed gears and the gears tested herein, more severe operating conditions during 
the flight that produced the scuff than estimated, the order of the test procedures, the use of new hydraulic 
oil, differences between the dynamic response of the flight gearbox and the bench-test gearbox, or a 
combination of these. 
Options to consider for resolving the scuffing issue include, but are not limited to: 
 
• Analyze the shuttle power drive unit to determine the inertial loads and transient conditions 
expected during back drive. 
• Examine inspection reports and possibly re-inspect the pinion and ring gears to assess variations in 
tooth profile, particularly at the edge break at the tips of the teeth and their possible contributions 
towards scuffing. 
• Change the test procedure to attain the most severe test conditions early on in the test matrix. 
• Conduct transient scuffing tests. 
 
Also, if a future shuttle flight includes a backdriving event that produces gear scuffing, the GRC 
bench test rig could be used to assess the remaining life capability of gears that were scuffed in flight. 
Such an approach provides the most direct assessment method short of system-level testing. However, it 
does require removal of the PDU unit from service for replacement of the scuffed gears.  
Introduction 
Gears used in the NASA space shuttle rudder/speed brake power drive units (PDU) have been 
damaged during transient events termed “backdriving”. The damage occurs to the working surface of the 
gear teeth. The damage is termed “scuffing”. Scuffing was observed on gears 5 and 6, on one side of the 
gear teeth, in the tooth-tooth contact area. The damage can be seen in figure 1 (from ref. 1). During back-
drive, the outer teeth of the ring gear (gear 6) drive the smaller pinion gear (gear 5). In normal operation 
the pinion gear drives the ring gear. Motion of the PDU gears is produced by hydraulic motors, and so the 
backdriving event is torque limited. The maximum speed and power for gear 5, the pinion, during 
backdriving is estimated to be 50 hp at 14,000 rpm.  
Gear scuffing is considered as a failure mode for many applications. The term “scuffing” refers to 
surfaced distress (material removal) that can occur when load carrying surfaces are in intimate contact 
and have some amount of relative sliding. Scuffing is of concern for mechanical components such as 
cams, bearings, and gears. Scuffing refers to a wear mode associated with a complete breakdown of 
lubrication. Wear rates are high, and a scuffed surface shows scoring-like marks in the direction of 
sliding. Scuffing is usually associated with some amount of solid-phase welding of asperity-scale features 
of the surfaces that is accompanied by tearing, material transfer, and galling of the sliding surfaces. 
Gear technologists sometimes differentiate between cold-scuffing and hot-scuffing. During hot-
scuffing, thermal energy within the lubricated contact assists the breakdown of both lubricant films and 
chemical boundary lubricating films. The onset of hot-scuffing has been postulated to be a type of thermal 
stability problem. “Flash temperature” limits were established for concentrated mechanical contacts 
lubricated with non-reactive mineral oils by classical experiments of Blok (ref. 2). Flash temperature 
approaches are also commonly used for other types of lubricants.  
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Scuffing can also occur without the “thermal-instability” phenomena as described above, and such 
scuffing is usually referred to as “cold-scuffing”. Calculation methods to predict the probability of 
scuffing have been developed. The scuffing prediction analyses provide guidance for product design and 
development, but highly reliable predictions for the onset of scuffing for any particular gear application 
has remained elusive. Predictions are difficult because many interdependent factors influence the onset of 
scuffing including geometric accuracy of tooth profile, dynamic load effects, rolling and sliding speeds, 
surface finish and micro-topography, oil physical properties, and the chemical interactions of the metal 
alloy and lubricating oil. 
Previous to the research reported herein, research was done by Wedeven Associates and Glenn 
Research Center to better understand the root cause, the severity of damage, and the capability of the 
gears to continue to operate safely after scuffing damage occurs and the backdriving event is concluded. 
The following was learned from the previous research (refs. 1 and 3): 
 
• The damage observed on flight gears and bench test specimens are consistent with a cold-scuffing 
mode. There is no evidence to suggest that hot-scuffing of the gears is likely. These facts are 
important since cold-scuffing tends to be a self-relieving event while hot-scuffing can cause 
extensive damage and weaken the gear teeth by tempering the case-carburized gear teeth. 
• The damage observed on flight gears and bench test specimens is consistent with gears having 
insufficient tip relief for the operating torque. The evidence suggests that during back driving the 
transient torque was sufficiently high to cause gouging of the tips of the meshing gear teeth. 
 
Although the previous research provided insight concerning the scuffing damage, it was desired to 
better understand the conditions (temperature, speed, torque, rate of change for speed and torque) that 
produced scuffing during a backdriving event. It was also desired to study the capability of scuffed gears 
to operate safely and successfully for the remainder of a mission and, perhaps, for multiple missions. 
Should the scuffed gears fail to carry torque, then proper positioning of the rudder and speedbrake panels 
for safely controlled flight would not be possible. To better understand the scuffing phenomena and any 
potential safety implications, experiments were conducted at Glenn Research Center using a pair of flight 
gears in a bench test setup to achieve the following objectives: 
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(1) Recreate scuffing damage similar to that found on the flight gears at conditions expected during 
backdriving and document conditions that induced scuffing. 
(2) Demonstrate that scuffed PDU flight gears can be operated long enough to complete a shuttle 
mission. 
(3) Quantify the scuffing and tooth wear. 
 
Previous research results and technical discussions were used to develop the test protocols. The 
Mechanical Components Branch conducted the tests in the Gear Noise Facility with support from the 
Engineering and Technical Services Directorate to design and fabricate the test gearbox. Testing began on 
June 1, 2005 with the bulk of the data obtained prior to launch of STS–114 on July 26, 2005. The final 
test was conducted on August 9, 2005. This report documents the test gears, apparatus, and test 
procedures, summarizes the test results, and includes a discussion of the findings, conclusions and 
recommendations. 
Test Gears 
The test gears were unused spares from the Rudder Speed Brake Power Drive Unit (RSB PDU), 
number 2, S/N 0405. Table 1 shows their part and serial numbers and key design parameters. Both of 
these spur gears are made of AMS 6265 (AISI 9310), a standard aerospace gear steel. For these tests the 
outer teeth of the ring gear drove the pinion gear. The distance between the test gear centerlines is 
approximately 3.3125 in. 
 
TABLE 1.—IDENTIFICATION AND KEY DESIGN PARAMETERS OF TEST GEARS 
Test 
gear 
Part 
number 
Serial 
number 
Number
of teeth
Diametral
pitch 
Pitch 
diameter,
in. 
Tooth 
width, 
in. 
Pressure 
angle 
Ring (no. 6) 5001513 D5K001 88 16 5.5 0.188 25° 
Pinion (no. 5) 5001517 D5G009 18 16 1.125 0.265 25° 
 
To mount the ring and pinion gears to their test shafts some modifications were required. These 
modifications included removing the inner teeth of the ring gear and cutting off the internal spline of the 
pinion gear.  
Apparatus 
Test gearbox 
A test gearbox was designed and fabricated specifically for these tests (fig. 2). Design decisions were 
driven by an extremely tight schedule that initially required both the design and fabrication to be 
completed in just 5-1/2 weeks.  
The welded test gear box is made of 1/2-in.-thick mild steel plate. Endplates which support the ends 
of the shafts were bolted to the gearbox and location pins installed to assure precision assembly. The ring 
gear is bolted on a steel hub (fig. 3), which is mounted on a 3/4 in. ground and hardened shaft. The shaft 
drives the hub with two 1/8 in. rectangular keys. The maximum speed of the input shaft is 2,864 rpm.  
The pinion gear is also mounted on a 3/4 in. ground and hardened shaft, which drives the pinion 
through two 1/8 in. rectangular keys. The maximum speed of this output shaft is 14,000 rpm. The shafts 
are supported by steel ball bearings rated for a maximum speed of 19,000 rpm. The pinion and ring gears 
are mounted with collars and/or sleeves to maintain their axial position on the shaft. Once the gears were 
mounted to the shafts, the shafts were balanced.  
Lip seals are used at the shaft ends to contain the hydraulic fluid lubricant. Polymer spacers, metal 
shims and e-clips are used at each shaft end to hold the axial positions of the shafts so that the gears have  
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a centered engagement. A lid is bolted on to the top of the gearbox to contain the lubricant. The lid has 
handles for easy removal for visual inspections of the test gears. The lid is vented to atmosphere with a 
tube connected to a plastic bottle to capture any lubricant mist. 
There were a total of three builds of the test gearbox. In the order tested, they are referred to as side-1, 
build-1; side-2, build-1; and side-1, build-2. “Side” refers to the loading side of the gear teeth. Most of the 
testing was conducted on side-1. Side-2 is the opposite teeth sides of side-1. Testing on side-2 was 
performed by removing the shafts and flipping the shafts end-for-end with the gears still on them and then 
reinstalling the shafts in the gearbox.  
Lubricant 
The test gearbox was filled to the shaft centerlines (fig. 4), with Brayco Micronic 882 hydraulic fluid 
to splash lubricate the gears and the bearings. New hydraulic fluid was used for each build of the gearbox 
and the fluid is from the same batch used on the shuttle.  
Test facility 
The test gearbox was installed in the Gear Noise Test Facility (fig. 5). A 200 hp DC motor powers a 
pulley-belt system to drive the input shaft. A torque meter on the input shaft measures both the speed and 
torque of the input ring gear. The maximum input shaft speed was 2864 rpm. The output shaft or pinion 
gear shaft has a maximum speed of 14,000 rpm and is connected to a 5 to 1 speed reduction gearbox. The 
speed reduction gearbox, which can be seen in figure 2, is connected to an absorption dynamometer rated 
for 175 hp and 6000 rpm. This eddy current dynamometer provides load torque for the system.  
To accommodate the test gearbox and the speed reduction gearbox, a shorter shaft was made to 
connect the torque meter to the input shaft to the test gearbox. Also, a pedestal was added to support the 
speed reduction gearbox. The Gear Noise/Dynamics Rig (with a different test gearbox) is described in 
more detail in reference 4.  
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Research Measurements 
Type K thermocouples were used to measure the bath temperature of the hydraulic fluid at the  
bottom of the gear box and the oil fling-off temperature at approximately 1/2 in. above the gear mesh. 
Accelerometers were installed on the drive-side endplate of the test gear box under each shaft bearing 
(fig. 6), to measure the vertical vibration in each shaft. It was anticipated that either the fling-off 
temperature of the hydraulic fluid or the vibration would give some indication if a scuffing event had 
occurred.  
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A speed transducer was used to measure the input shaft speed. The torque meter on the input shaft 
was used to measure the input shaft torque to an accuracy of ±2 rpm. The output torque at the 
dynamometer was also measured. Note that the dynamometer torque reflects power losses in both the  
test gearbox and the speed reduction gear box. These measurements along with the rms vibration level, 
date and time of test initiation and the accumulated time of the test were recorded using a data acquisition 
system on a personal computer. These data were recorded typically once every second during testing.  
Approximately once every 50 sec, a vibration time record was recorded for spectral analysis. Each 
vibration record consisted of 8192 readings for each of the two channels. The sample rate was 
approximately 60,000 samples per second per channel. Alias protection was provided by 26 kHz low  
pass filters. 
Test Procedures 
Pre-test Measurements 
A profilometer was used to measure the tooth surface roughness of the pinion gear teeth. The ring 
gear teeth surface roughness was not measured, because the profilometer stylus is too big to get between 
the teeth. The pre-test profile was measured using a stylus profilometer having a 2 μm radius, and the data 
was filtered using a 0.25 mm cutoff and 100:1 bandwidth. The roughness average (Ra) of the surface was 
0.25 μm (10 μin.). A typical micro-topography of a pinion gear tooth is shown in figure 7. 
Once the test gear box was assembled, the backlash between the gears was measured at four positions 
approximately one quarter turn of the ring gear apart. Backlash is the amount by which the width of a 
tooth space exceeds the thickness of the engaging tooth measured on the pitch circles (ref. 5). The 
backlash measurements are shown in table 2. The backlash checks verified that the test gears were 
suitably mounted to the test gearbox shafts and had appropriately small runout. 
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TABLE 2.—MEASURED BACKLASH OF RING 
AND PINION GEARS IN THE TEST GEAR BOX 
Position Side-1, build-1
5/23/05 
in. 
Side-2, build-1 
6/24/05 
in. 
1 0.010 0.008 
2 .012 .010 
3 .010 .010 
4 .011 .009 
Average .011 .009 
 
 
 
 
 
 
A rubber mold of 3 teeth on each of the pinion and ring gears was made prior to any testing. A second 
set of rubber molds was made on 6/23/05 as a post-test mold for side-1, build-1 and pre-test mold for 
side-2, build-1. The product Repliset F5 was used and set up in about 20 min at room temperature. It was 
easily peeled off of the gear teeth. An acid pen mark on the ring gear mounting hub was easily observed 
in the rubber mold indicating that surface wear marks could be transferred to the rubber mold. A two part 
epoxy (80 percent epoxy, 20 percent catalyst), Durelco 4525, was then poured into the rubber mold used 
to make a hard model of two pinion teeth. The epoxy, which cures in 24 hr at room temperature or in 
20 min at 160 °F, was oven cured at 120 °F for 1 hr since the rubber mold material has a 150 °F 
temperature limit. The black rubber mold easily separated from the hard epoxy model of the tooth. The 
intent was to develop a process to transfer any wear marks to the hard epoxy tooth. If this process worked 
then it would be a way to examine the ring gear teeth, since the epoxy teeth could be cut apart so they 
could be measured with the profilometer. No profilometer measurements were made of the hard epoxy 
teeth to verify the usefulness of this process. This may be worth pursuing if further work is desired. The 
pre-test rubber mold of the pinion and ring gear teeth and the hard epoxy replications of the pinion teeth 
are shown in figure 8. 
A digital camera with +1, +2, and +4 diopter closeup lenses was used to photograph the pinion and 
ring gear teeth in the gear box to document their condition throughout the testing. Pre-test photos of the 
pinion and ring gear teeth are shown in figures 9 and 10, respectively. 
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Tests Conducted 
The tests conducted are summarized in tables 3, 4, and 5 for side-1, build-1; side-2, build-1; and 
side-1, build-2, respectively. 
First, with side-1, build-1, a short checkout test to verify operation of the rig and the data system was 
conducted at an input speed of 500 rpm and torque of 162 in.-lb. Next a speed survey was conducted at a 
low input torque of approximately 75 to100 in.-lb and the input speed was incrementally increased and 
decreased between 500 to 1429 rpm. After the speed survey, the test gearbox lid was removed to make a 
visual inspection and take photographs.  
The Run-in test was then conducted at an input speed of approximately 800 rpm while the input 
torque was increased from 100 to 500 by 100 in.-lb increments. After each steady-state test condition was 
held for approximately 10 min, the rig was shut down, the lid removed, and the gears visually inspected.  
Three back drive simulations were made. The first, “Back-1”, was conducted at 500 in.-lb of input 
torque and shaft speeds of 1000, 1250, and 1431 rpm. Each condition was held for approximately 5 min 
before the rig was shutdown and the gears visually inspected and photographed. The second, “Back-2”, 
was conducted at an input shaft speed of 1432 rpm and the input gear torque set to 500, 700, 900, and 
1040 in.-lb. Again each test condition was held for approximately 5 min before the test was terminated 
and gears visually inspected and photographed. The third back drive simulation, “Back-3”, was intended 
to be conducted at 1040 in.-lb and speeds of 1432, 1900, 2400, and 2863 rpm, but these conditions could 
not be obtained due to dynamic instability of the test rig. The actual conditions obtained are shown in 
table 3. Each test condition was held for approximately 5 min before the test was terminated and gears 
visually inspected and photographed.  
To improve control of the drive train a soft rubber coupling between the drive motor and the 
torquemeter was replaced with a hard gear coupling. Then tests “Back-3x” and “Back-3y” were 
conducted. Removing the rubber coupling improved but did not eliminate the instability problem; 
therefore the desired test conditions of “Back-3” could not be fully attained.  
Next, the high speed pulley on the test rig was changed to reduce the speed up ratio of the pulley 
system from 4.3:1 to 3:1. Also, a heat gun and a heat lamp were used to heat up the hydraulic fluid in the 
test gear box. Then “Back-3z” tests were conducted attaining the test conditions indicated in table 3. 
Modifications to the motor control circuit were made and several stability tests (“Stab-test-1” through 
“Stability-9”) were conducted at the conditions shown in table 3. 
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It was then decided to test on the unused face of the gear teeth. The test conditions attained for this 
side-2, build-1 configuration are shown in table 4. In these tests the rig was brought up to low speed 
(~200 rpm) and then the full the torque was set. Then the speed was rapidly increased to the test point 
conditions and held for 5 sec. Then the test was stopped to inspect and photograph the gears. 
Unfortunately, in the last test an e-clip that restrained the high speed (14,000 rpm) shaft flung off, 
allowing the gears to move axially out of mesh. This event damaged side-2 of the gear teeth, as well as 
the spacers and shims that set the axial positions of the gears. Rough burrs were hand filed off of the teeth 
to allow the gears to be further tested on side-1. 
A final set of tests was conducted on the first side of the teeth. See table 5 for the test conditions for 
side-1, build-2. The intent of this sequence of tests was to see if higher torques would cause scuffing. At a 
low speed the desired torque was set and then the speed increased to the test condition. The test condition 
was held for approximately 5 min. Then the test rig was shut down and a visual inspection and 
photography were performed. During test Final-5 the belts from the drive motor to pulley broke before 
steady conditions were obtained and testing ended.  
 
Test Results 
The only tests that generated any damage beyond normal polishing wear of the gear teeth were 
Back-3c, Score-1, and Score-2. The Back-3c test was conducted at an input speed, torque, and power of 
2402 rpm, 664 in.-lb, and 25.3 hp. A plot of the time history of the speed, input torque, oil fling 
temperatures, and the pinion vibration levels for Back-3c is shown in figure 11.  
It is interesting to note the fling temperature shows a sudden increase at approximately 300 sec. Just 
prior to this there is a spike in both the pinion and ring gear vibration and an instability in the input torque 
and speed measurements. This may indicate the time when the wear marks were created.  
Visual inspection after the Back-3c test found half-moon-shaped wear marks near the tip of the driven 
side of all pinion gear teeth (fig. 12). These wear marks were slightly offset from the tooth center towards 
the drive motor. There were corresponding marks on the driving side of the ring gear teeth near the root 
(fig. 13). While the wear pattern is similar to the scuffing found on the shuttle flight gears, it is much less 
severe. The mark had no depth perceptible to touch.  
Frequency spectra of the accelerometer located near the pinion shaft taken at 250 and 550 sec are 
shown in figure 14 (a) and (b), respectively. The spectra show the vibration frequencies for the first four 
harmonics of gear mesh frequency. If we speculate that the tooth damage observed after this test occurred 
at 300 sec, when the oil temperature increased, we might expect to see a difference in these vibration 
traces because of this damage. However, the traces do not show any indirect evidence of a change to the 
tooth surfaces. 
 Small wear marks near the tips of the driven side of the pinion teeth (fig. 15), were generated during 
the Score-1 test on side-2, build-1 conducted at input speed, torque, and power of 2865 rpm, 1167 in.-lb, 
and 53 hp. No corresponding wear was observed on the ring gear teeth as shown in figure 16. The time 
histories of input speed, input torque, oil fling temperature, and pinion vibration are shown in figure 17. 
There is no distinct corroboration of vibration rise and fling temperature rise as in the Back-3c test. There 
are some high vibration levels in the test however. The drop in oil fling temperature is likely due to 
turning off the heat gun and heat lamp prior to rotation and some initial cooling due to flinging the oil to 
cooler surfaces above the oil bath. 
As mentioned previously, during the Score-2 test on side-2, build-1 the gear mesh disengaged at high 
speed. The resulting damage to the pinion and ring gear teeth is shown in figures 18 and 19, respectively. 
Note that cloth fibers are visible in these photos. The fibers were created by rough burrs on the damaged 
gears when the teeth were wiped for photographs. 
The condition of the pinion and ring gear teeth at the completion of testing (after the Final-5 test) is 
shown in figures 20 and 21, respectively. The tooth surfaces, including the mild damage created earlier, 
appear to have been polished. 
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Discussion 
The tests conducted did not create scuff marks similar to those found on the shuttle power drive unit. 
Possible reasons for this are: 
 
• Geometrical differences between the flight gears that scuffed and the gears used for these tests may 
be sufficient to cause or prevent scuffing. Even small differences within gear blueprint tolerances 
provide a plausible explanation. 
• The operating conditions during a back drive event, when it is thought that scuffing occurs on the 
shuttle, may be more severe than estimated. 
• The procedure of testing used may have gradually worn away the sharp edge at the gear teeth tips, 
which may be responsible for the scuffing, prior to testing at operating conditions that would 
produce scuffing if the tips were new. 
• The oil used in the shuttle power drive units was several years old. Thus, the additives in this oil 
may have been used up. In contrast, these tests were conducted with new oil. 
• The flight gear unit and the bench test arrangement have different dynamic responses that could 
give rise to very different dynamic gear tooth forces and motions. 
 
To help assess the capability of a scuffed gear to operate safely, it may be helpful to note that 
18.96 min of operation at pinion speed of 7000 rpm and pinion torque of approximately 212 in.-lb were 
accumulated on side-1, build-1 of the gears. Of this, 7.29 min were accumulated after the wear mark was 
generated in the Back-3c test. Further, 30.8 min of operation at input power of at least 23 hp, with a 
pinion speed 7000 rpm or greater were accumulated after the wear mark was generated in the test Back-3c 
on side-1, build-1. An additional 14.4 min of operation at input power of 37 hp or higher at pinion speed 
at least 7000 rpm, and pinion torque at least 237 in.-lb were obtained on side-1, build-2. 
The maximum torque applied occurred in the Final-5 test and was 2212 in.-lb at 1660 rpm on the ring 
gear and 452 in.-lb and 8,115 rpm on the pinion gear. This condition was obtained just prior to failure of 
the belts on the pulleys and was sustained for about 1 sec. 
Options to consider for resolving the scuffing issue include, but are not limited to: 
 
• Analyze the shuttle power drive unit to determine the inertial loads and transient conditions 
expected during back drive. 
• Examine inspection reports and possibly re-inspect the pinion and ring gears to assess variations in 
tooth profile, particularly at the edge break at the tips of the teeth and their possible contributions 
towards scuffing. 
• Change the test procedure to attain the most severe test conditions early on in the test matrix. 
• Conduct transient scuffing tests. 
 
Also, if a future shuttle flight includes a backdriving event that produces gear scuffing, the GRC 
bench test rig could be used to assess the remaining life capability of gears that were scuffed in flight. 
Such an approach provides the most direct assessment method short of system-level testing. However, it 
does require removal of the PDU unit from service for replacement of the scuffed gears. 
Conclusions 
The scuffing tests performed did not produce scuff marks similar to that produced during shuttle 
flight. Wear marks were produced on the pinion teeth near the tips and on the ring gear teeth faces during 
the test Back-3c, which was conducted at an input speed, torque, and power of 2402 rpm, 664 in.-lb, and 
25.3 hp. Very light wear marks were generated on side-2 of the pinion gear during the test Score-1 
conducted at input speed, torque, and power of 2865 rpm, 1167 in.-lb, and 53 hp.  
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Failure to produce scuff damage like that found on the shuttle may be due to geometrical variations 
between the scuffed gears and the gears tested herein, more severe operating conditions during the flight 
that produced the scuff than estimated, the order of the test procedures, the use of new hydraulic oil, 
differences between the dynamic response of the flight gearbox and the bench-test gearbox, or a 
combination of these. 
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Scuffing-like damage has been found on the tooth surfaces of gears 5 and 6 of the NASA space shuttle rudder/speed
brake power drive unit (PDU) number 2 after the occurrence of a transient backdriving event in flight. Tests were
conducted using a pair of unused spare flight gears in a bench test at operating conditions up to 2866 rpm and
1144 in.-lb at the input ring gear and 14,000 rpm and 234 in.-lb at the output pinion gear, corresponding to a power
level of 52 hp. This test condition exceeds the maximum estimated conditions expected in a backdriving event
thought to produce the scuffing damage. Some wear marks were produced, but they were much less severe than the
scuffing damaged produced during shuttle flight. Failure to produce scuff damage like that found on the shuttle may
be due to geometrical variations between the scuffed gears and the gears tested herein, more severe operating condi-
tions during the flight that produced the scuff than estimated, the order of the test procedures, the use of new hydrau-
lic oil, differences between the dynamic response of the flight gearbox and the bench-test gearbox, or a combination
of these.  This report documents the test gears, apparatus, and procedures, summarizes the test results, and includes a
discussion of the findings, conclusions, and recommendations.


